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The Committee on Liquefied Petroleum Gases notes the following errors in the 2001 edition 
of NFPA 58, Liquefied Petroleum Gas Code. 

1. In paragraph 2.2.1.5 Delete the word "filled". 

2. Delete paragraph 2.3.1.6. 

3. Renumber paragraph 2.3.3.2(b) (4))(e) as 2.3.3.2 (5) (b). 

4. Revise paragraph 2.4.6.3 (b) to read: 

(b) Hose assemblies, after the application of connections, shall have a design capability of not 
less than 700 psig (4.8 Mpag). If a test is performed, such assemblies shall be leak tested at 
120 percent of the pressures between the operating pressure and 120 percent of the maximum 
working pressure {350 psig (24 MPag) minimum} of the hose. 

5. Revise paragraph 2.5.1.3(a) 6 to read: 

Materials equivalent to 2.5.1.3 (a) (1) through 2.5.1.3 (a) (5) in melting point, corrosion 
resistance, toughness and strength. 

6. Revise Table 3.2.2.2 Note (a) to read: 

See 3.2.2.2 Exception No. 3. 





7 Revise Table 3.22.2 Note (e) to read: 


See 3.2.2.2 (b), (c) and (e) 


8. In Table 3.2.22 

(a) Add a supersript "f" after 25 in the column Aboveground Containers (ft), (b) Add a new 

Note "fto read: 

see 3-2.2.2 Exception No. 2. 

9. Revise paragraph 3.2.22 Exception No. 4 to read: 

Exception No. 4: The separation distances specified in Table 3.2.22 between containers 
and of buildings of other than wood-frame construction devoted exclusively to gas 
manufacturing and distribution operations shall be reduced to 10 ft (3m). 

10. Revise paragraph 3.2.22 (g) Exception No. 2 to read: 

Exception No. 2: Where the distance from a 2001 to 30,000 gal water capacity container 
to a building is in accordance with 3.11.2 and 3.11.4. 


11. Delete paragraph 3.2.10.2 (j) 

12. Revise 42.3.8 (i) to read: 

(i) Provision for anchorage and breakaway shall be provided on the cargo tank vehicle 
side for transfer from a railroad tank car directly into a cargo tank vehicle, (see 
A.3.2.19.6) 

13. Revise the note to tables 4.4.22 (a) and (b) to read: 

See 44.3.3 (a) 

14. Revise paragraph 5.4.12 to read: 

At least 20 ft (6.1 m) from any automotive service station fuel dispenser. 

15. In table 6.22.7 change the heading of the first column from "lb w.c." to lb". 


16. Revise paragraph 8.22.1 (e) (1) to read: 



(1) 250 psig (1.7 MPag) or 312.5 psig (2.2 MPag) where required if constructed prior to April 

1 , 2001 . 

17. In paragraph 13.1.2.8 delete “ICC, Rules for Construction of Unifired Pressure Vessels” 

18. In paragraph 13.1.2.10 add “Rules for Construction of Unifired Pressure Vessels” 

19. Revise paragraph A.3.2.12.8 to read: 

A.3.2.12.8 Two-psi regulator systems operate with 2 psi (13.8 kPa) downstream of the 2-psi 
service regulators to the line pressure regulator, which reduces the pressure to an appropriate 
inches-of water-column pressure. 

20. In paragraph A.3.10.2.2 substitute “exposures” for expenses in (5) and substitute 
“designated” for “designed” in (6). 

21. In paragraph A.5.5 revise to read: 

See 3.10.2.5 

22. Revise paragraph F.5.2.3 to read: 

F.5.2.3 Percentage values, such as in the example in F.5.2.2, are rounded off to the next lower 
full percentage point, or to 80 percent in this example. 

23. In Figure 1.1 (a) Note 2, substitute “3.2.2.2 (e)” for 3.2.2.2 (d) 

24. In Figure 1.1 (b) Note 2 substitute “3.2.2.2 (d)” for 3.2.2.2 (c) 

25. In Figure 1.1 (b) Note 3 substitute “3.2.2.2 Exception No. 2 for “3.2.2.2 (e)” 

26. In Figure 1.1 (c) Note 1 & 2 substitute “3.2.2.2 Exception No. 3” for “3.2.2.2(f)” 
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